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Soil analysis field kit 

Soil analysis field kit R9,883.64 

Prices excludes VAT and delivery 

 
 
Take a temperature reading with the soil thermometer and a soil sample with the soil 

probe. Determine soil color and nomenclature with the soil color chart, soil texture 

with the texture kit, soil grain size with the sieve shaker and soil nutrient levels of 

nitrogen, phosphorus, and potassium. Use the pH strips to determine soil pH. Store 
and label the samples in the soil sample bags for future reference. 

 
THIS KIT COMPRISES THE FOLLOWING ITEMS 

 

Kit components below can be ordered separately. 
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Keck Sand Shaker  

An accurate mechanical sieve kit designed to provide reliable grain size analysis! 20 stainless steel 

screens including one each of the following U.S. Sieve Sizes: 4, 6, 8, 10, 12, 14, 16, 18, 20, 25, 30, 

35, 40, 60, 100, 120, 140, 200, 230 and 270. Samples are placed into five, clear 2” acrylic cylinders 

and volumetric percentages are indicated on the shaker frame. Range: 0 to 100% in 5% increments. 
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End of Field kit components 
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Additional equipment options 

(These items are NOT in the FIELD kit, but ordered separately) 
 

Hanna Instruments® Soil Test™ Direct Soil EC Tester 

 
 

SOIL PH KIT 

 
 
 

Lang Penetrometer 
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Measures soil compaction quickly, accurately, and conveniently 

 

 

Press probe into soil and read resistance to penetration expressed in 

pounds. Reads from 1 to 20 in unit increments and calibrates easily with 

adjustment at base of unit. Green Generation model features color-coded 

scale of recommended readings for the forest industry, agriculture, and 

turf managers and allows you to calculate soil compaction from 0 to 

630.77 psi. Measures 18-3/4” long. 

Product Notes:   English Scales. 

 

 

 
 
Agratronix Soil Compaction Tester Model 08180  

 

 

 

 

 
 

 

Quickly determine the extent of subsurface soil compaction with this tester! A color-coded, stainless 

steel dial indicates if growing conditions are good (green), fair (yellow), or poor (red). The dial is 

liquid-filled to reduce shock. The tester features a durable molded housing, rubber hand grips, and a 

24” stainless steel rod with an adjustable shock collar that guards against damage during transport or 
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storage. Two tips are included (1/2” tip for firm soil and 3/4” tip for soft soil) and store conveniently 

in the tester housing. 

 
Hanna Instruments® Direct Soil pH Measurement Kit 
 

 
Hanna Instruments Direct Soil pH Measurement Kit  

Using this comprehensive kit, you can easily test the pH of soil directly or after preparation of a 

diluted sample. The specialized soil pH and temperature probe features a rugged, conical tip that can 

be inserted directly into moist or soft soil. When working in harder soils, use the included plastic 

auger to perforate the ground. The waterproof meter features a multi-level LCD display that shows 

pH and temperature, two buttons for simple operation, on-screen tutorial messages, automatic 

temperature compensation, and automatic one-point or two-point calibration. Battery percentage is 

displayed during startup, and the Battery Error Prevention System alerts you if low battery power 

could adversely impact readings. Includes meter, pH electrode, soil auger, soil preparation solution, 

pH 4.01 buffer solution sachet, pH 7.01 buffer solution sachet, cleaning solution sachet for inorganic 

soil deposits, cleaning solution sachet for organic soil deposits, 100 mL plastic beaker, batteries, hard 

carrying case, and instructions. 

 
 

 

 
 

 


