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New RC-5 Blue USB Mini Temperature Data Logger 32000 Data 

Capacity Temperature Recorder High Accuracy 

Description:  

- This data logger is mainly used for temperature recording during storage and 

ocean/air/highway transportation of foodstuff, medicine, chemicals and other products, 

especially widely used in all kinds of warehousing, logistics and cold chain, such as 

refrigetated containers, refrigerated trucks refrigerated package, cold storage, laboratory, 

etc. or in large-sized global supply chain businesses. 

- This mini Temperature Data Logger has wide measuring range -30 °C~+70 °C, high 

accuracy, adjustable record intervals & long battery life for convenient and reliable 

temperature data recording, monitoring and analysis. 

- It has a large permanent data memory of 32000 points and comes with data management 

software for easy data download to computers through USB interface. With the software, 

you could analyze data in form of tables and graphs and export in picture format. The 

data could be queried, saved, printed and exported in Word/Excel/TXT /PDF format.  

 

Feature:  

- Wide measuring range, high accuracy and large permanent data memory. 

- Data management software included for working with PC easily 

- Data can be downloaded, analyzed, exported and printed conveniently 

- Over Temperature Alarm & Upper/Lower Limits can be set 

- MAX/MIN values available  

 

Specifications:  

-Temperature measuring range: -30 °C~+70 °C; Resolution: 0.1 °C 

-Accuracy: ±0.5 °C (-20 Celsius~+40 Celsius); others, +1 Celsius  

-Temperature unit: C or F optional 

-Record capacity: 32000 points (MAX) 

-Record interval: 10s~24hour adjustable 

-Sensor: Internal NTC thermal resistor 

-Communication interface: USB interface 
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-Waterproof grade is IP67 

-Power supply: CR2032 battery or power supply via USB interface, and it could upload 

data even if the battery is out of use. 

-Battery life: in normal temperature, if the record interval sets as 15 minutes, it could be 

used above one year. 

-Item Size: approx. 80 (L) x 34 (W) x 14 (H) mm 

-Item Weight: approx. 30 g  

Package:  

-1 x Data Logger 

-1 x CR2032 battery (Installed inside) 

-1x Software installation CD 

 

 

WHAT DOES IP67 MEAN?  

IP stands for 'Ingress Protection' 

An IP number is used to specify the environmental protection of enclosures around electronic 

equipment. These ratings are determined by specific tests. 

The IP number is composed of two numbers, the first referring to the protection against solid objects 

and the second against liquids. The higher the number, the better the protection. 

Note: All Aceeca devices (except PDA32) are manufactured and tested to IP67 standards. 

First Number 

0 - No protection (Sometimes X) 

1 - Protected against solid objects up to 50mm³ 

2 - Protected against solid objects up to 12mm³ 

3 - Protected against solid objects up to 2.5mm³ 

4 - Protected against solid objects up to 1mm³ 
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5 - Protected against dust, limited ingress (no harmful deposit) 

6 - Totally protected against dust 

 

Second Number 

Second Number 

0 - No protection (Sometimes X) 

1 - Protection against vertically falling drops of water (e.g. condensation) 

2 - Protection against direct sprays of water up to 15 degrees from vertical 

3 - Protection against direct sprays of water up to 60 degrees from vertical 

4 - Protection against water sprayed from all directions - limited ingress permitted 

5 - Protected against low pressure jets of water from all directions - limited ingress permitted 

6 - Protected against low pressure jets of water, limited ingress permitted (e.g. ship deck) 

7 - Protected against the effect of immersion between 15cm and 1m 

8 - Protected against long periods of immersion under pressure 
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USER GUIDELINES 

Install software before inserting USB 

Installation CD included (Windows 10 and earlier versions OK). 

Paper instructions included. 

Help included in software. Check instructions and help. 

 

“Connect” before trying to stop data logging. 

Exit software fully before removing the data logger - final exit is exit at menu. Before this is an exit button on right. 

 

Battery replacement 

Note position of closed battery button and open battery position.  

When open dot at USB is on the C of close.  

When closed the dot at the USB side is on the N of Open. Open and close gently - do not force. 

If parameter set is set to allow stopping by button then the pause button will stop the logger and you need to plug it 

in to the USB and use the software to restart. 

Remove battery by pushing down from the USB side on the edge of the battery with a fine tipped screwdriver or 

knife so it is pushed against the two clips and can drop or lift out. 

 


