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COUNTERTOP OVENS & INCUBATORS

STANDARD OVEN FEATURES

Whether for use in simple drying processes, ageing, curing or general investigations, Scientific ovens provide the ideal
solution for diverse thermal applications

Choice of b different capacities

S/S 430 body construction with S/S 304 interior
Powder coated mild steel door and control panel

Robust slam lock door handle

Fitted with adjustable hydraulic safety thermostat

ECONOMY OVENS

FEATURES
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Model 275

A general purpose oven with a hydraulic thermostat control ideal for

applications where accuracy is not critical

- NOTE

Temperature variation figures are based on no load conditions at

100°C

Supplied with x2 shelves
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Model 277
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Model 224

Operating temperature +50°C to 250°C based on an ambient of 25°C

SPECIFICATIONS

MODEL 220 221 222

TEMP. VARIATION ACROSS CHAMBER (+°C) 1.5 1.5 2.0

POWER 1000W 1000W 1500W

VOLTAGE 230V / 50Hz 230V / 50Hz 230V / 50Hz
PACKAGING (W x D x H) 765 x 665 x 570 (mm) 885 x 770 x 530 (mm) 930 x 850 x 910 (mm)
UNIT(WxDxH) 655 x 590 x 510 (mm) 755 x 700 x 535 (mm) 810 x 765 x 735 (mm)
NET WEIGHT 34kg 40kg 63kg

GROSS WEIGHT 38kg 45kg 75kg

SHIPPING VOLUME 0.29m° 0.40m? 0.77m’

CHAMBER DIMENSIONS 385x 360 x 370 (mm) 485 x 455 x 400 (mm) 530 x 530 x 580 (mm)
CHAMBER VOLUME 40¢ 80¢ 160¢

SHELF CAPACITY 5 5 8

MAXIMUM SHELF LOAD 26kg (per shelf) 26kg (per shelf) 26kg (per shelf)
SPECIFICATIONS

MODEL 223 224

TEMP. VARIATION ACROSS CHAMBER (+°C) 2.5 2.5

POWER 2000W 3000W

VOLTAGE 230V / 50Hz 230V /50Hz

PACKAGING (W x D x H) 1040 x 880 x 1030 (mm) 1130 x 1060 x 1110 (mm)

UNIT(WxDxH) 910 x 805 x 840 (mm) 1010 x 980 x 935 (mm)

NET WEIGHT 75kg 116kg

GROSS WEIGHT 88kg 132kg

SHIPPING VOLUME 0.94m? 1.33m°

CHAMBER DIMENSIONS 620 x 570 x 680 (mm) 725 x 755 x 775 (mm)

CHAMBER VOLUME 240¢0 400¢

SHELF CAPACITY 8 10

MAXIMUM SHELF LOAD 20kg (per shelf) 20kg (per shelf)
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DIGITAL OVENS

Operating temperature +50°C to 250°C based on an ambient of 25°C
Digital display of set and actual temperature to 0.1°C
Temperature variation at a point +0.3°C

Electronic P.I.D temperature control with digital indication of set and
process value
High accuracy PT 100 temperature sensor

Solid state control relay for optimum reliability and rapid response

MODEL 275 276 277

TEMP. VARIATION ACROSS CHAMBER (+°C) 15 1.5 2.0

POWER 1000W 1000W 1500W

VOLTAGE 230V / 50Hz 230V / 50Hz 230V / 50Hz
PACKAGING (W x D x H) 765 x 665 x 570 (mm) 885 x 770 x 590 (mm) 930 x 850 x 910 (mm)
UNIT(WxDxH) 655 x 590 x 510 (mm) 755 x 700 x 535 (mm) 810 x 765 x 735 (mm)
NET WEIGHT 34kg 40kg 63kg

GROSS WEIGHT 38kg 45kg 75kg

SHIPPING VOLUME 0.29m? 0.40m? 0.72m3

CHAMBER DIMENSIONS 385x 360 x 370 (mm) 485 x 455 x 400 (mm) 530 x 530 x 580 (mm)
CHAMBER VOLUME 400 80¢ 1602

SHELF CAPACITY 5 5 8

MAXIMUM SHELF LOAD 26kg (per shelf) 26kg (per shelf) 26kg (per shelf)
MODEL 278 279

TEMP. VARIATION ACROSS CHAMBER (+°C) 2.5 2.5

POWER 2000W 3000W

VOLTAGE 230V / 50Hz 230V /50Hz

PACKAGING (W x D x H) 1040 x 880 x 1030 (mm) 1130 x 1060 x 1110 (mm)

UNIT(WxDxH) 910 x 805 x 840 (mm) 1010 x 980 x 935 (mm)

NET WEIGHT 75kg 116kg

GROSS WEIGHT 88kg 133kg

SHIPPING VOLUME 0.94m? 1.30m?

CHAMBER DIMENSIONS 625 x 580 x 680 (mm) 725 x 775 x 780 (mm)

CHAMBER VOLUME 2400 400¢2

SHELF CAPACITY 8 10

MAXIMUM SHELF LOAD 20kg (per shelf) 20kg (per shelf)

Special drying trays, racking systems, programmable controllers,
process recorders and custom built stands are available on request

Accessories for the following Models

220,221,222, 223,224,275, 276, 277,278, 279

ORDER CODES

By Volume

Volume (¢) 40 80 160 240 400
DESCRIPTION CODE

Chrome plated wire shelf 210 21 212 213 214
Perforated stainless steel shelf 215 216 217 218 219
24hr timer 252 252 252 252 252
Inlet fan for rapid drying 253 253 253 253 253
Timer run down facility 254 254 254 254 254

QOuter glass window 256A 256B 256C 256D 256E



